





























Wiring Connections

White Panel Light

Connect to lighting circuit of vehicle. This will illuminate the but-
tons on the display for night time operation. This wire can also
be connected to the Orange Remote wire to activate the but-
tons when the unit is powered on. DO NOT JOIN THE WHITE
WIRE TO THE LIGHTING CIRCUIT OF THE VEHICLE IF
CONNECTED TO THE ORANGE REMOTE WIRE.

Speaker Wiring Notes

Follow the above wiring diagram to install the head unit with
new or existing speakers.

* This unit is designed for use with four (4) speakers with imped-
ance between 4 Ohms to 8 Ohms.

« An impedance load of less than 4 Ohms could damage the
unit

* Never bridge or combine the speaker wire outputs. When not
using four speakers, use electrical tape to tape the ends of the
unused speaker outputs to prevent a short circuit.

* Never ground the negative speaker terminals to chassis
ground.



Basic Operation

1. Tuning the unit On / Off

Press PWR Button to turn the unit
on, the display will show a message
WELCOME to indicate it is ready for
use. Press and hold the PWR button
to turn the unit off. The display will
show a message “GOODBYE”.

2. Mode Selection

Press the MOD Button to select Ra-
dio Mode. Press the MODE Button
to cycle the Play Mode amoung AUX,
RADIO and CD PLAY.

Note: USB & SD mode will only show
on the display when a USB flash
memory or SD card is inserted into
the USB port or SD portt.

3. Loudness Control
Press the SEL button until “LOUD
OFF” is shown on the display indi-
cates that the loudness function is
OFF. Turn the volume knob to select
between ON or OFF.

4. Mute Control
Press the POW/MUT button active or
cancel Mute function.

5. Volume

Use the VOL +/- Button to adjust the
volume level. The larger the number,
the higher the volume level.

6. Treble

Press SEL Button repeatedly until the
display shows "TRE 00". Use the VOL
+/- Button to adjust. When EQ is ON,
treble control is not available.

7. Balance

Press SEL Button repeatedly until the
display shows "BAL L-R", then use the
VOL +/- Button to adjust the balance
between the left & right speakers.

8. Fader

Press SEL Button repeatedly until the
display shows "FAD F-R", then use
the VOL +/- Button to adjust the bal-
ance between the front & rear speak-
ers.

9. Clock

The time clock can be set anytime
when the power is on. Press the PTY/
CLK Button on the faceplate or re-
mote control once, the time will show
on the display.

Then press and hold the button until
the hour blinks on the display. Rotate
the VOL knob to set hours, then press
the VOL knob for the minutes to blink
and rotate the VOL knob to set.

Press the PTY/CLK button again or
leave the unit idle for new setting to
effect. Press the PTY/CLK button
anytime to view the time clock display.

10. Preset Beep Sound Off

Press the SEL button repeatedly un-
til “BEEP ON” is displayed. Turn the
VOL +/- Button to select "BEEP OFF"
or "BEEP ON", then leave the unitidle
for setting to take effect.

11. Preset Equalizer Function
Press the SEL Button repeatedly un-
til “EQ” indication is displayed then
rotate the Volume knob to choose
between the EQ sound effects. The
Sequence of equalizer setting will be
as follows:

—— OFF —POP—ROCK ——
——— FLAT —— CLASSIC




Radio Operation

1. Choose Radio Band

Press the BND Button anytime to ac-
cess the radio function.

The unit comes with five bands- three
FM Bands (FM1, FM2, and FM3) and
two AM Bands (AM1, and AM2). Each
of the five bands can store up to six
preset stations, for a total of 30 preset
memory stations.

2. Radio Tune / Seek Function

In Radio Mode, press and hold the
“>>| 7 or “|<<*, manual seek will be
activated and the radio frequency will
proceed by one step.

Press the SEEK |<< or >>| Button
once, and the radio will seek the next
strong and clear frequency station.
Repeat to seek more stations in your
listening area with a strong signal.

3. Mono / Stereo Reception Control
In FM radio mode, Press SEL But-
ton repeatly until the display shows
‘MONO’ or “STEREQ”. Roate the Vol
button to choose the reception con-
trol, the word “MONQO” shown on the
screen indicating the mono reception
is received.

4. Save Your Preset Stations

There are six numbered preset but-
tons which can store and recall sta-
tions for each band. While listening to
a radio station you would like to save
as a pre-set, press and hold one of
the buttons numbered 1-6 until the
preset station number is shown. The
button you pressed is now the pre-set
button for that station.

5. Automatic Store / Preset Scan
A. Automatic Scan & Store

While listening to the FM Radio, press
and hold the F/PS Button for 3 sec-
onds. The receiver will automatically
scan and save the station listening
to.

While listening to the AM Radio, press
and the F/PS Button for 3 seconds.
The receiver will automatically scan
and save the station you are listen-

ing to.

B. Scan Saved Stations

Press the F/PS button once to per-
form the scanning functions. In FM
mode, press the F/PS button and
the stations in that FM band will
be scanned; press the button in AM
mode and scan the band stations of
that AM Band.

6. Local / DX

Press SEL Button repeatly until the
display shown “LOC”. Rotate the VOL
button to choose “LOC ON*“ or “LOC
OFF”.

a. “LOC ON” showing on the display,
means local reception is turned on;

b. “LOC OFF” showing on the display,
means distant reception is turned on.
Local and distance reception set-
ting can facilitate the radio reception,
depending on the location in which
the radio is being used.

7. DAB Function

This device is equiped with DAB
function. Press MOD to cycle to DAB
mode. Press F/PS to scan all the
radio stations. When a station is lis-
tening, press BND to show the follow-
ing information of the station:

a. Name;

b. Type;

c. Code information;

d. Frequency;

e. Date;

f. Signal strength.

Long press the Volume knob to show
the DAB time synchronization with the
system.



RDS Operation (optionai)

RDS Function

RDS ( Radio Data System) service
availability varies with areas. Please
understand if RDS service is not
available in you area, the following
service is not available, either.

1. AF-ALTERNATIVE FREQUENCY
a. In RDS mode, press the AF button
on the panel to turn the AF function
on or off. When the Radio signal
strength is poor, enabling the AF
function will allow the unit to same PI
(Program ldentification) as the cur-
rent station but with stronger signal
strength, so that you do not have

to retune the stations when driving
between different transmitter cover-
age areas. When AF symbol is on, it
means RDS information is received;
when AF symbol is flashing, it means
RDS information is not yet received.
PS (Program Service name): the
name of statin will be display instead
of frequency.

If RDS service is not available in
your area, turn off the AF mode.
Dufault setting is ON.

b. In RBDS mode, no AF function.

2. TA - TRAFFIC ANOUNCEMENT
Press and hold the TA button so that
the unit will be activated for reception
of traffic announcement from local ra-
dio stations.

To choose the TA mode, press the
sound select button for 2 seconds, the
display will show TA SEEK. Rotate the
encoder volume to choose between
the TA SEEK and TA ALARM, after
chooisng, please leave the unit idle
for the mode to activate. In TA SEEK
mode, the unit will seek for traffic an-
nouncement programme when TA is
pressed; in TA ALARM mode, no TA/
TP is displayed and the alarm is set
off.

3. PTY - PROGRAMME TYPE

This radio will allow you to select the
type of programme required, and will
search for a station broadcasting that

type of programme. Press and hold
the PTY button once to show the
music type. Then press 1-6 button
to choose the different music types
available.

Press the PTY button twice to show
the speech type programme. Then
press 1-6 button to choose the differ-
ent speech type programme. Each
number keye will show 3 different
speech programme for you to choose.

4. MASK DPI - MASK ALL

Press the sound select button for 2
seconds, the display will show TA
SEEK. Press the sound select button
again so that the unit will show MASK
DPI. Rotate the encoder volume to
toggle between MASK DPI and MASK
ALL mode. Then leave the unit idle for
the mode to take effect. During MASK
DPI mode, the unit will mask only
the AF which has different PI, this is
the default mode; during MASK ALL
mode, the unit will mask the AF which
has different Pl and no RDS signal
with high field strength.

5. RETUNE S/L - SHORT/LONG
This function is to set the initial dura-
tion of automatic TA Search -- Press
and hold the sound select button un-
til “TA SEEK” is shown on the LCD,
then press the SEL button to cycle
through the menu selections until
‘RETUNE_S” is shown, use the VOL
+/- button to choose “RETUNE_S”
or “RETUNE_L”. The default is “RE-
TUNE_S”.

6. TAVOL
This function is to set the TA volume,
the default level is 25.



Bluetooth Operation

1. Pairing

The bluetooth of this radio is always in
standby mode for pairing and connec-
tion, signalled by a blinking bluetooth
icon on the LCD Display.

At this blinking time, please run the
bluetooth search and connect func-
tion in your cellphone. The car radio
model no “RCD234DBT Caliber” will
be shown on the cellphone. Select
this car radio and connect to finish
the pairing. The bluetooth icon on
the display will be on indicating that
the connection is established.
Bluetooth function is ready to use.

* Pairing password is required in
some phones. Insert “0000” in such
case.

2. Calling

In any play mode, dial the desired
number on your cellphone. The unit
will switch to bluetooth handsfree
mode automatically. “CALL OUT” will
be shown on the display indicating the
dialling is in progress.

3. Accepting Calls

When there is incoming call, “CALL
IN” will be shown on the display indi-
cating there is phone call to answer.
‘BT TALK” will be shown after the
‘ANSWER” button is pressed. Rotate
the volume knob during ringing or
conversation to adjust the respective
volume level.

4. Rejecting Calls

During ringing or conversation, press
the “REJECT” button to end the call or
reject the call. the unit will resume to
the original play mode.

5. BT Audio (A2DP)

Press MOD/ N\ button until the unit
entered BT AUDIO. BT audio will play
automatically when you play the song
in the cellphone. You could pause by

»i button, to choose previous or next
song by pressing |<< and >>| button.

6. Disconnecting

Disconnect the paired phone by op-
erating on the cellphone. You cannot
process disconnection on the car ra-
dio headunit.



CD/MP3/WMA/USB/SD Operation

1. Insert / Eject CD

Insert a disc into CD slot with label
side up. The disc will be automatically
loaded into the unit, even when it is off
or at radio mode. The word “LOAD”
will blink on the display and the CD
will play automatically. Press the
EJECT Button to eject the disc from
the slot. If the disc is not removed
from the slot within 5 seconds, it will
automatically be loaded into the slot
again. When the disc is ejected and
removed, the unit will automatically
switch to radio mode.

While you are playing a disc with MP3
or WMA, The first file in the root fold-
er will be played. if there is any ID3
information that will be displayed as
the file is playing.

To play MP3/WMA files from a USB
flash memory or SD card, insert a
USB flash memory or SD card into the
USB port or SD port of the unit. The
unit will start playing MP3/WMA files
on the USB flash memory automati-
cally.

If the MP3/WMA files are stored in
folders on the USB drive, the unit will
start by playing the first song in the
first folder. After playing all the files
sequentially in the first folder, the unit
will play sequentially all of the files in
the next folder. The unit will continue
playing through all of the folders on
the USB drive in this manner.

If the USB drive has loose files and
folders containing files, it will play the
loose files sequentially, then it will play
the files in the folders sequentially.

2. Multi-Session CD Reading

This unit can read multi-session CDs.
The multi-session reading will be
activated automatically if the play-
er detects a file that is written in
multi-session format.

3. Selecting Tracks

Press the SEEK >>| Button to
advance CD to the next track. Track
numbers

will be shown on the display. Press

and hold SEEK >>| to fast forward.
Press the SEEK |<< Button to go to a
previous track. Track numbers will be
shown on the display. Press and hold
the SEEK |<< Button to fast reverse.
Disc will play normally when the No.
1(play/pause) Button is pressed.

4. Play / Pause CD

Press the No.1/PAU Button to pause
the CD. Press this button again to
resume playback.

5. Scanning Tracks

Press the No.2/INT Button to play the
first 10 seconds of each track, “INT”
will be displayed on the display. Press
this button again to resume playback.

6. Repeat

Press the No.3/RPT Button to repeat
the current track. Press it again to
cancel.

7. Random

Press the No.4/RDM Button to play
all the tracks in random order. “RDM”
will appear on the display. Press this
button again to stop random play.

8. Folder Down
Press the “ 5 &5~ " button once to go
back one folder.

9. Folder UP
Press the “6 &=+ ” button once to ad-
vance one folder.

10. Search Modes

There are 3 search modes to help find
your favorite MP3 & WMA tracks. The
search modes only works with MP3/
WMA CDs, and USB flash memory
with MP3/WMA files.

A. Simple Track Search
Press the SEEK |<< or >>| Button to
go to the next track or previous track.

B. Track Search

Press the F/PS Button, TRK-SCH will
appear on the display. Use the VOL
+/- Button to select the track number.
press the SEL button so that the cho



CD/MP3/WMA/USB/SD Operation

sen track will start to play.

C. Folder Search

Press the F/PS Button twice and
NAVIGATE will be shown on the dis-
play.Use the VOL +/- Button to select
the folder name. Then press the SEL
Button to play the chosen folder.

11. Electronic Skip Protection
Electronic Skip Protection is for driving
on rough roads. The CD will play for 10
seconds on rough roads witout skipping.
if driving on a rough road for more than
10 seconds the CD may skip. For MP3 or
WMA files will play for 60 seconds. If the
road is rough for more than 60 seconds
the CD with MP3 or WMA files may skip.

ID3 Tag

While you are playing an MP3 file
which has ID3 Tag information, Press
BND/ID3 button repeatly to show the
ID3 Tag information on the LCD. The
ID3 Tag information will be as follow:
Fold - File - Title - Artist - Alboum

If there is no ID3 Tag information,
nothing will shown on LCD.

MAINTENANCE

Cleaning the Unit

Do not use any liquids to clean this
unit.

Do not use petroleum distillates to
clean this unit.

Use a clean, dry cloth to clean this
unit.

Replacing the Fuse

Make sure the amperage matches
the specified value when replacing
the fuse(s). If the fuse is bad, check
the power connection and replace
the fuse with a new one. If the same
problem occurs, this might indicate a
malfunction within the unit.

Warning ]

When replacing a fuse, do
not use a fuse with a high-
er amperage rating than the
fuse originally supplied to
your unit, otherwise damage
will result to your unit.



Simple Troubleshooting Guide

PROBLEM

CAUSE/SOLUTION

No Power

Check and make sure that the fuses did
not blow.

Errors are displayed on the screen
or no function is active

Unplug your car radio then plug it again

No radio reception

Check the connection of the antenna.
Make sure the antenna is completely
extended and that it is not broken

CDs cannot be loaded

A CD is already inside the appliance.
Make sure that the fixing screws of the
CD mechanism have been removed.

The stereo indicator is blinking

Set the frequency more accurately.
The reception signal is too low.




DAB ANTENNA INSTALLATION

ca s LT

Place the antenna on the windshield near the 'A post'

Remove the cover of the A-post

12V remote

Stick the transparant part of the
antenna on the windshield and put the
black part on the metal frame.

Attach to the metal of
the car frame.

¥
Please note! - oy
It’s not necessary to remo- - -k
ve any paint! : 4

Power the DAB Antenna with the
blue/white cable (12V Remote)

Make sure to strip the wires before connecting them.

..1 Male SMA
| Fﬂ:l Radio Antenna

SWC GND

MIC

Reverse (purple-white)
Parking (green)
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